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EXTREME tiR - FULLY DUCTED

240V Self-Contained Unit

FEATURES

Simple installation

Variable-speed fans

Fully-ducted cooling system

13°C temperature differential

Operates in extreme environments

Remote digital display with 50-ft. cable

Liquid temperature measuring bottle probe
Ultra-quiet operation (virtually silent inside cellar)
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*Approximated in an environment that is fully insulated and sealed with a proper vapor
barrier. Each wine cellar is unique and has specific cooling requirements. Heat load
calculations should always be performed prior to selecting a cooling unit.

UNIT SPECS

Model 3500 5000 8000

Cellar Size 22 cu. m* 35 cu. m* 56 cu. m*

Fan Speed Low Medium High Low Medium High Low Medium High
Watts (15.5°C condenser air

intake temperature) 693 /815 745 / 876 801/942 953 /1122 1025/ 1206 1102 /1297 1245/ 1465 1339/ 1575 1440/ 1694
Sensible / Total

Watts (23.8°C condenser air

intake temperature) 624 / 734 670/ 789 721/ 848 858 /1009 923 /1085 992 /1167 1121 /1319 1205/ 1418 1296 / 1524
Sensible / Total

Watts (29.4°C condenser air

intake temperature) 561 /660 603 /710 649 /763 772 /908 830/977 893 /1050 1009 /1187 1085/ 1276 1166/ 1372
Sensible / Total

Dimensions 1003mm L x 362mm W x 572mm H (with duct plenums) 1003mm L x 362mm W x 660mm H (with duct plenums)
Refrigerant R-134a

Voltage Rating 240V (15-amp dedicated circuit required)

Weight (kg) 52.2 68

Amps 2.9 (running amps) | 4.6 (running amps) 5.5 (running amps)

Drain Line 12.7mm ID clear plastic tubing

Duct Size 200mm Supply - 200mm Return (evaporator and condenser) 200mm Supply - 250mm Return (evaporator & condenser)
Installation Can be installed up to 7.62 duct meters from the cellar

Thermostat Advanced digital display (15m cable), liquid-temperature-measuring bottle probe (15m cable)

Temp. Delta Can maintain a 13°C cellar temperature with up to 43°C condenser air intake temperature

Warranty Two-year limited warranty (parts and labor)
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EXTREME tIR

240V Self-Contained Unit

FEATURES

Variable-speed fans - Extreme 5000
13°C temperature differential e o
Through-the-wall installation

Fully ducted options available

Operates in extreme environments

Remote digital display with 50-ft. cable
Simple installation (between wall studs)
Liquid temperature measuring bottle probe
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*Approximated in an environment that is fully insulated and sealed with a proper vapor
U N IT SPECS barrier. Each wine cellar is unique and has specific cooling requirements. Heat load
calculations should always be performed prior to selecting a cooling unit.

Model 3500 5000 8000

Cellar Size 22 cu. m* 35 cu. m* 56 cu. m*

Fan Speed Low Medium High Low Medium High Low Medium High
Watts (15.5°C condenser air

intake temperature) 729 /858 784 /923 843 /992 1104 /1181 1079/ 1269 1160 / 1365 1311 /1542 1409 / 1658 1516 /1783

Sensible / Total

Watts (23.8°C condenser air
intake temperature) 656 /772 706 / 830 759 /893 903 /1063 971/ 1143 1044 / 1229 1180/ 1388 1269 /1492 1364 / 1605

Sensible / Total

Watts (29.4°C condenser air

intake temperature) 591 /695 635/ 747 683 /804 813 /956 874 /1028 940 /1106 1062 / 1249 1142 /1343 1228 / 1444
Sensible / Total

Dimensions 712mm L x 362mm W x 401mm H 712mm L x 362mm W x 572mm H
Refrigerant R-134a

Voltage Rating 240V (15-amp dedicated circuit required)

Weight (kg) 52.2 68

Amps 2.9 (running amps) ‘ 4.6 (running amps) 5.5 (running amps)

Drain Line 12.7mm ID clear plastic tubing

Installation Through the wall

Thermostat Advanced digital display (15m cable), liquid-temperature-measuring bottle probe (15m cable)

Temp. Delta Can maintain a 13°C cellar temperature with up to 43°C condenser air intake temperature

Warranty Two-year limited warranty (parts and labor)
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EXTREME ti

240V Self-Contained Unit

FEATURES

Variable-speed fans

Ducting options available
Advanced digital display

13°C temperature differential
Through-the-wall installation
Operates in extreme environments
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UNIT SPECS

Simple installation (between wall studs)
Liquid temperature measuring bottle probe

Extreme 50001
" WhisperKOOL

*Approximated in an environment that is fully insulated and sealed with a proper vapor
barrier. Each wine cellar is unique and has specific cooling requirements. Heat load
calculations should always be performed prior to selecting a cooling unit.

Model 3500 5000 8000

Cellar Size 22 cu. m* 35 cu. m* 56 cu. m*

Fan Speed Low Medium High Low Medium High Low Medium High
Watts (15.5°C condenser air

intake temperature) 729/ 858 784 /923 843 /992 1104 /1181 1079/ 1269 1160/ 1365 1311/ 1542 1409/ 1658 1516 /1783
Sensible / Total

Watts (23.8°C condenser air

intake temperature) 656 /772 706 / 830 759 /893 903 /1063 971/ 1143 1044 /1229 | 1180/1388 1269 /1492 1364 / 1605
Sensible / Total

Watts (29.4°C condenser air

intake temperature) 591 /695 635 /747 683 /804 813 /956 874 /1028 940/ 1106 1062 / 1249 1142 /1343 1228 / 1444
Sensible / Total

Dimensions 712mm L x 362mm W x 401mm H 712mm Lx 362mm W x 572mm H
Refrigerant R-134a

Voltage Rating 240V (15-amp dedicated circuit required)

Weight (kg) 52.2 68

Amps 2.9 (running amps) 4.6 (running amps) 5.5 (running amps)

Drain Line 12.7mm ID clear plastic tubing

Installation Through the wall

Thermostat Advanced digital display, liquid-temperature-measuring bottle probe (retractable cable)

Temp. Delta Can maintain a 13°C cellar temperature with up to 43°C condenser air intake temperature

Warranty Two-year limited warranty (parts and labor)
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